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TECHNICAL DATA

Product: VACANTE I bench floor fixing Design: Enric Miralles

Technical data:

Wooden seat/back: shell in beech or oak plywood
10mm thick, transparent polyurethane varnish.
Shells of 485mm, 985mm, 1.485mm.

Metal seat/back: shell in perforated sheet, 2,8mm thick

Stainless steel shell is optional.
Shells of 485mm, 985mm, 1.485mm.

Feet in iron sheet 10mm thick, laser-cut. Plate welded in inner
side for fixing to bottom tube. 

CIDEMCO certificate for public uses. Standard NFD 61071-1992

Metal components in epoxy painted.
Distance betwwen legs : 2,5 m.

Special outdoors treatment previous to painting, 
upon request.

Legs positioning
Bench   1 meter At side
Bench   1,25 meter At side
Bench   1,50 meter At side
Bench   2 meters At side/at 50cm from side
Bench  2,50 meters At side/at 50cm from side
Bench 3 meters At 50cm from side
Bench 3,50 meters At 50cm from side

Accessories:

Armrest Side table Side double table

Frame: metal Metal Metal
Armrest: wood Sizes : 45 x 45 cm. Sizes : 118 x 45 cm.

Wall bracket Linking piece "back to back"

Metal Metal
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